Le A44-P e A45-P sono assemblatrici a funzionamento pneuma-
tico, realizzate per I'assemblaggio di cornici di medie / grandi
dimensioni. Sono in grado di eseguire giunzioni estremamente
precise su ogni tipo di asta, utilizzando speciali graffe in acciaio
A+, di diverse altezze.

Le macchine dispongono di un basamento che consente l'utilizzo
a piano inclinato e ne permette I'utilizzo sia dal fronte che dal
retro, sono fornite di pedale pneumatico a singolo comando che
consente all'operatore di azionare il bloccaggio orizzontale delle
aste. Una leva corredata di un pulsante a doppio comando
permette il movimento del gruppo di sparo, il bloccaggio verticale
e lo sparo della graffa. Le battute estreme sono regolabili per
mezzo di due maniglie.

Equipaggiate con un robusto sistema di espulsione graffe,
consente di lavorare senza inconvenienti per lungo tempo.
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Preumatic Assemily Machine

The A44-P and A45-P have been designed for ease of operation
and are particularly well suited for assembling medium to large
frames.

They can join all types of moulding with precision using our
special steel A+ wedges, which are manufactured in several
different sizes.

Supplied with a tilting floor stand, the machines can be operated
from the front or back and have a single stage foot pedal which
activates the horizontal clamp. After the operator sets the two
mechanical stops, a two stage hand lever is then used to position
the vertical clamp and the nail head for driving or stacking wedges
anywhere along the frame joint.

These machines are equipped with a very strong nail driver
providing trouble free operation for many years.
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4,0 Nlat 5 BAR
0.14 cf* at 73 Psi

Frame Height (min. max.):
Frame Width (min. max.):
Wedge magazine capacity:
Standard Wedge size:
Optional Wedge size:
Pneumatic feed:

Air consumption:

Weight: approx. 90 kg / 198 Ibs

Height of work bench: 1000mm / 39”

Overall dimensions: 600mm x 660mm x 1200mm
24" x 26" x 47"

LNote: the A44-P is similar to A45-P but with a shorter stroke
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A45-F
A44-F

Standard Accessories

New “Power Grip” Pad Holder Rod,
L shaped pad with changeable rubber pad

Magnetic pad holder & Round + L shaped pad w/felt
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5mm Allen wrench and Magnetic pen
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Claw Heads 7mm, 10mm and 15mm

Single stage foot pedal for horizontal clamping
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Wedges sample box

Preumatic Assermbly Machine
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Optional Accessories
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Claw Heads 3mm, 5mm and 12mm

Special fences for hexagons or octagons
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Metal Extension Wings
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